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DETAIL A 
SCALE 1 : 8PRODUCT HANGER

HANGER
RUB RAIL

NOTES:

QTY:   1  REQ'D

MATERIAL:  LOWER SECTION
COATED MILD STEEL.  UPPER
SECTION STAINLESS STEEL
CONSTRUCTION

ITEM 
NO. QTY. DESCRIPTION

1 1 AIR FORCE 1 BLOWER ASSEMBLY
AF1-FRP-MT-BIP20-36IC-CCWBH-F1

2 1 SOUND ENCLOSURE RISER FRAME
3 4 VIBRATION ISOLATOR - (VIB-158)

4 LOT PERMANENT 20 GA ACOUSTICALLY 
LINED PANEL

5 2 ACCESS DOOR HANDLE
6 1 ACCESS DOOR
7 1 DIA 10" FLEXHOSE - 1'
8 2 MP30 PANEL FILTER - 24x24x2
9 1 DIA 10" ELBOW - (ELB-10-90-SR)

10 LOT DIA 10" SPIRAL DUCT - 1'
11 LOT DIA 8" SPIRAL DUCT - 5'
12 LOT DIA 8" SS DUCT - 2'
13 2 DIA 8" ELBOW - (ELB-8-45)
14 1 SPLITTER WYE - (WYE-10-8-8)
15 2 DIA 8" FLASHING - (FLASH-8-SS)
16 2 TAPERED PLENUM - TAP08-5x4in-OTS
17 LOT DIA 4" FLEXHOSE - 25'
18 10 DIA 4" AIR CANNON - AC125-4
19 1 SS DRIP PAN
20 2 SS SHROUD FRAME
21 4 1" WALL CLAMP - (AF1-WC-4)
22 24 1" CROSSOVER CLAMP - (AF1-CC-4)
23 LOT DIA 1" ALUMINUM PIPE - 30'
24 2 DOOR LATCH
25 4 REF - PIANO DOOR HINGE HALF
26 2 SIDE POD AIR CANNON SHROUD
27 2 SIDE POD AIR CANNON SHROUD
28 LOT REF - RUB RAIL - 10'
29 4 REF - RUB RAIL MOUNT
30 2 RUB RAIL WELDMENT
31 1 REF - PIPE COUPLING
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